
Product Detail ǀ VLT® Profibus DP V1 MCA 101

130B1100 
VLT® Profibus DP V1 MCA 101

Provides wide compatibility, a high level of availability, support for
all major PLC vendors and compatibility with future versions. Fast,
efficient communication, transparent installation, advanced diagnosis
and parameterization and auto-conguration of process data using GSD-
le. Acyclic parameterization using PROFIBUS DP-V1, ¬PROFIdrive or
Danfoss FC prole state machines, PROFIBUS DP-V1, Master Class 1 and 2.

PRODUCT DETAILS

Gross weight 0.592 kg

Net weight 0.514 kg

Volume 1.562 l

EAN 5702427150713

ACCESSORIES for FC-321

/A Option AX No A Option

/VLT Series 321 321

ACCESSORIES DriveMotor FCM 106

Product Group FCM (FCM) FCM series

Series 106 (106) VLT DriveMotor

ACCESSORIES FC 100 SERIES

A Option AX (AX) No A Option

ACCESSORIES FC 103 SERIES

A Option AX (AX) No A Option

Series 103 103

ACCESSORIES FC 300 SERIES

A Option AX (AX) No A Option

ACCESSORIES VLT® DRIVEMOTOR FCP SERIES

Series 106 (106) 106

Options

DrivePro category SUITE CASE
RECOMMENDED
SELF SERVICE
SPAREPART

Suitcase spare part
Recommended spare part
Self-service spare part
Spare Part

Options SPOPBSP PROFIBUS

SPARE PARTS FC 103 SERIES

A Option A0 (A0) PROFIBUS DP MCA 101

Series 103 103

For Documents, Software, Visuals and more information, please use this link to visit the product page on Danfoss Product Store 

Danfoss can accept no responsibility for possible errors in catalogs, brochures and other printed material. Danfoss reserves the right to alter its products without notice. This also applies to products already on order provided that such

alterations can be made without sub-sequential changes being necessary in specications already agreed. All trademarks in this material are property of the respective companies. Danfoss and the Danfoss logotype are trademarks of Danfoss A/S.

All rights reserved.

© Danfoss July 20, 2022 ǀ Page 1 of 1


