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Product image

 

 

Test adapters and test plugs are used for the electrical
connection between terminal blocks and the test
equipment. In this way, an electrical contact can be
established in the wired state and measurements can be
done easily.

General ordering data

 
Version Accessories, Test plug
Order No. 0180400000
Type PS 2.3 RT
GTIN (EAN) 4008190060121
Qty. 20 pc(s).
 

http://catalog.weidmueller.com/catalog/Start.do?localeId=en_GB&ObjectID=0180400000
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Dimensions and weights
 
Depth 32.5 mm   Depth (inches) 1.28 inch
Height 5.4 mm   Height (inches) 0.213 inch
Width 5.4 mm   Width (inches) 0.213 inch
Net weight 1.21 g    
 

Temperatures
 
Continuous operating temp., min. -50 °C   Continuous operating temp., max. 100 °C
 

Environmental Product Compliance
 
REACH SVHC Lead 7439-92-1    
 

Material data
 
Material Polyamide 66   Colour red
UL 94 flammability rating V-2    
 

System specifications
 
Version Test plug    
 

Additional technical data
 
Installation advice Direct mounting   Type of fixing Plugged
Type of mounting Plugged    
 

Conductors for clamping (rated connection)
 
Type of connection Plug-in connection    
 

General
 
Installation advice Direct mounting   Number of poles 1
Operating temperature range, max. 100 °C    
 

Classifications
 
ETIM 6.0 EC002555   ETIM 7.0 EC002555
ETIM 8.0 EC002555   ECLASS 9.0 27-14-11-48
ECLASS 9.1 27-14-11-48   ECLASS 10.0 27-14-11-48
ECLASS 11.0 27-14-11-48    
 

Approvals
 
ROHS Conform
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Downloads
 
Engineering Data CAD data -- 02242_PS_2.3_RT_DXF.dxf

CAD data -- STEP
Engineering Data EPLAN, WSCAD, Zuken E3.S
User Documentation StorageConditionsTerminalBlocks
Catalogues Catalogues in PDF-format
Brochures
 

https://mdcop.weidmueller.com/mediadelivery/asset/900_//38112
https://mdcop.weidmueller.com/mediadelivery/asset/900_//58824
http://catalog.weidmueller.com/assets/LINK/CAE_EN.html
https://mdcop.weidmueller.com/mediadelivery/asset/900_//87149
http://catalog.weidmueller.com/assets/LINK/Catalog.html

